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Firstly, we can have the bench (without backrest).

Secondly, with backrest, there are two possibilities:

one is symmetrical to the lower part, and the other

reverses the symmetry.

Optionally we have an XL version in which seats

can be arranged on both sides of the bench.

BENCH DUNE

Materials and finishes available

A. Fiberglass

Painted fiberglass with a thickness between 8 and 10 mm.

Interior reinforced with high density compact laminated wood frame.

Gloss White*

Anthracite Grey

Fluorescent Green

Light Blue

* Gelcoat finish

B. Concrete

Grey

White

Made in concrete, reinforced with fibers of very high performance

and great plasticity, which gives it a great rigidity.

By means of a stainless steel threaded rod to the floor.

Fixtures
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XL version of the Duna bench, with seats on both

sides of the bench.

Measurements in centimetres (cm)

BENCH DUNE XL

Technical Specifications

Materials and finishes available

A. Fiberglass

Painted fiberglass with a thickness between 8 and 10 mm.

Interior reinforced with high density compact laminated wood frame.

Gloss White*

Anthracite Grey

Fluorescent Green

Light Blue

* Gelcoat finish

B. Concrete

Grey

White

Made in concrete, reinforced with fibers of very high performance

and great plasticity, which gives it a great rigidity.

Fixtures

By means of a stainless steel threaded rod to the floor.
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